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1. Introduction 
Graphene is the ultimately monolayer material with single-atom thickness. It possesses 
many fascinating properties including massless Dirac electronic structure, anomalous 
quantum Hall effects, high mobility, extraordinary high thermal conductivity, stiffness and 
strength (see other chapters in this book). Impressively, these properties have remarkable 
dependence on its morphology and atomic structure, e.g. its size and shape (Fig. 1, Xu & 
Buehler, 2010a). Moreover, interior and exterior doping effects from defects, molecular 
adsorptions or electromagnetic fields are also significant. For example, hydrogenation, 
oxidation and electrical field significantly tune its structural, mechanical, thermal, electronic 
and optical structures, which is controllable and even reversible. These sensitive responses 
of a graphene sheet to structural and environmental cues enable us opportunities to 




Fig. 1. A phases diagram for graphene sheets as a function of their geometric parameters: (a) 
a graphene sheet with length L and width W; (b) a two-dimensional membrane with ripples 
from thermal fluctuation as L ~ W; (c) a fluctuating one-dimensional ribbon while it has 
apparent aspect ratio n = L/W; (d) a nanoscroll after a ribbon self-folds due to the van der 
Waals interactions between adjacent graphene sheet. (Xu & Buehler, 2010a) 
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2. Nano-engineering by tailoring nanostructures 
 
 
Fig. 2. Two-dimensional monolayer crystallites of NbSe2 (a), graphite (b), Bi2Sr2CaCu2Ox (c) 
and MoS2 (d) as prepared by the mechanical exfoliation technique and visualized by atom 
force microscopy (AFM) (a and b), scanning electron microscopy (c) and optical microscope 
(d). (All scale bars: one micrometer) (Novoselov et al., 2005)  
Back to year 2004, the first experimental establishment of producing graphene sheets is 
achieved by Andre Geim and Konstantin Novoselov of the University of Manchester, 
through a so-called “scotch-tape” technique (Novoselov et al., 2004). In this approach, 
single- or few-layered graphene sheets can be obtained by repeatedly peeling highly 
oriented pyrolytic graphite (HOPG) using scotch tapes. Although the graphene sheets thus 
produced are poor in the production yield and controllability on the geometry, this 
mechanical exfoliation technique features high reliability and offers graphene sheets of very 
high quality. Even at present, the simple but efficient “scotch-tape” technique is still a 
common one to fabricate high-quality samples. This seminal work is our first time to 
fabricate and observe two-dimensional crystalline materials. Geim and Novoselov are thus 
awarded the 2010 Nobel Prize in physics. In prior to their work, physicists believed that 
two-dimensional crystals couldn’t sustain stabilities in ambient environment at finite 
temperature. Early work based on elasticity theory shows that the out-of-plane 
displacement field diverges for infinite large two-dimensional crystals (Mermin & Wagner, 
1966). However, the observation of stable graphene, BN, MoS2 and other monolayers (Fig. 2) 
gives rise to a the contradiction to the theoretical prediction. It is realized later that the 
monatomic layers are stablized by the anharmonic coupling between bending and stretching 
modes in the graphene sheet, i.e. forming out-of-plane ripples and wrinkles on the graphene 
sheet maintains its planar morphology (Fig. 1(b)) and avoids collapsing into folds and 
scrolls (Fig. 1(d)). The morphology of graphene sheet are thus determined by the size, shape, 
temperature and boundary conditions. Recent atomistic simulations (Fasolino, Los & 
Katsnelson, 2007; Xu & Buehler, 2010a) and experiments (Meyer et al., 2007) clarify the 
underlying mechanism and predict the morphology phase diagram for graphene. 
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Inspired by this exciting discovery and novel physics uncovered in subsequent experiments, 
numerous efforts have been made to fabricate graphene sheets of high quality, and low price 
in parallel. In addition to mechanical exfoliation technique that produces micron-sized 
graphene flakes, chemical vapour deposition (CVD) on metal surface has also been 
successfully applied to synthesize single- and few-layer graphene sheet with areas of square 
centimetres (Bae et al., 2010). However, the most popular method for mass production at 
present is the chemical reduction technique, where graphite is firstly exfoliated in an oxygen-
rich environment. The intermediate product, graphene oxide, is subsequently reduced to 
recover bare graphene sheet. In addition, there are also several novel approaches available 
now, such as cutting single-walled carbon nanotubes (Kosynkin et al., 2009; Jiao et al., 2009) 
and bottom-up assembling from organic molecules (Yang et al., 2008; Cai et al., 2010). 
The bulk graphene sheet is a semi-metal with a linear dispersion around the Dirac point. 
However when one of the in-plane dimensions reduces below 20 nm while maintaining the 
other dimension, the graphene ribbon (Fig. 1(c)) will feature an edge-dependent electronic 
structure due to the quantum confinement and lattice symmetry (Son, Cohen & Louie, 2006a 
and 2006b). Armchair-edged graphene nanoribbons (AGNR) have width-dependent energy 
gaps, while a zigzag-edged nanoribbons (ZGNR) is always metallic with a localized state at 
the edge when the spin is unpolarized. This unique structure-property relationship suggests 
that simple geometrical tailoring could realize effective modification on the properties of 
graphene. 
2.1 Graphene nanostructures as building blocks for nanoelectronics 
 
 
Fig. 3. (a) and (b) Atomic structures of armchair and zigzag GNRs; (c) Bandgap of armchair 
graphene nanoribbons calculated from density functional theory  (Son, Cohen & Louie, 
2006); (d) Experimental measured bandgaps of graphene nanoribbons and their dependence 
on the orientation of crystalline lattice (Han et al., 2007). 
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As illustrated in Fig. 3, the width of AGNR structure can be denoted by the number Na. 
Tight-binding analysis shows that (Ezawa, 2006; Son, Cohen & Louie, 2006a and 2006b) 
when Na is 3p+2 (where p is a positive integer), the AGNR is metallic. While when Na is 3p or 
3p+1, the bandgap of AGNR is inversely proportional to its width (Eg(3p) ≥Eg(3p+1)). These 
results are consistent with density functional theory (DFT) calculations based on local 
density approximation (LDA). The only difference is that in the DFT simulation, the 
reconstruction of structure and electron density at ribbon edge opens small gap for Na = 
3p+2, and decreases (increases) the gaps of 3p (3p+1) AGNRs. 
The structure of ZGNR is shown in Fig. 3(b). Simple analysis from the tight-binding picture 
predicts that the spin-unpolarized eigenstates of ZGNRs near EF have a peculiar edge-state 
structure. There are two edge states decaying into the center of ZGNRs with a profile 
depending on their momentum. This can be seen from the flat bands in Fig. 3 for k > 2π/3, 
which give rise to a very large density of states at EF and infinitesimally small on-site 
repulsion, could make the ZGNRs magnetic (Fujita et al., 1996; Nakada et al., 1996). Son, 
Cohen and Louie further find that when a transverse electric field is applied, an energy gap 




Fig. 4. GNR junctions based building blocks for nanoelectronics: (a) a junction connecting 
metallic ZGNRs and semiconducting AGNRs form a Schottky barrier at the interface; (b) a 
sandwich AGNR structure with varying width behaves as a quantum dot, the energy levels 
are tunable through varying the width of the central GNR (Xu, Zheng & Chen, 2007 ). 
The width-dependence energy gaps in AGNR are soon verified by experiments (Chen et al., 
2007; Han et al., 2007). Interestingly, Han et al. also find that the bandgap Eg shows no direct 
dependence on the crystallographic direction (Han et al., 2007). Actually during the fabrication 
processes or during the self-passivating process after the structure is formed, the edge shape 
(armchair or zigzag) can reconstruct (Jia et al., 2009; Girit et al., 2009) and this may cause the 
bandgap to appear for graphene nanoribbons with any crystalline orientation. 
As mentioned above, graphene nanoribbons feature remarkable size- and edge-dependent 
electronic properties. Elementary building blocks for nanoelectronics, such as 
metal/semiconductor junctions and quantum dots, thus can be constructed through a 
combination of these structural patterns (Xu, Zheng & Chen, 2007). As shown in Fig. 4(a), a 
junction combining metallic and semiconducting GNRs is easy to form. By design a 
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sandwich structure as shown in Fig. 4 (b), a quantum dots with tunable energy levels can 
also be achieved. 
Moreover, Finite-sized graphene nanodisk is another graphene derivative with close edges. 
They feature similar electronic structure as the GNRs. The triangular zigzag nanodisk can be 
interpreted as a quantum dot with an internal degree of freedom. Ezawa find that its ground 
state is a quasi-ferromagnet, which is a ferromagnetic-like state with a finite but very long 
lifetime. A combined system including nanodisks and leads can find applications in spin 
filters, amplifiers and diodes (Ezawa, 2009). Kaxiras’s group also investigate arbitrarily 
shaped graphene nanoflakes with focuses on the spin properties and propose spintronic 
nanoscale devices by sculpting graphene fragments and exploiting the shape dependence of 
magnetic properties (Wang et al., 2007). Other nanostructures of graphene such as twists 
(Bets & Yakobson, 2009; Gunlycke et al., 2010) and scrolls (Xie et al., 2009; Shi et al., 2010) 
also have interesting electronic properties and potential applications. 
2.2 Synthesis and fabrication of graphene nanostructures 
To achieve a rational design of graphene nanostructures as suggested in Section 2.1, 
experimental techniques such as catalytic hydrogenation based nanocutting method are 
proposed to fabricate graphene nanostructures with specific geometry. 
  
 
Fig. 5. Graphene nanostructures fabricated by catalytic hydrogenation: (a) an AFM images 
of graphene nanoribbons with different sizes and shapes; (b) STM image of equilateral 
triangle shaped graphene flakes formed by channels along [1-100] orientation (Ci et al., 
2008). 
Ci et al. (Ci et al., 2008) report a controlled cutting process for graphene sheets, using nickel 
nanoparticles as a knife that cuts with nanoscale precision (Fig. 5). The cutting proceeds via 
catalytic hydrogenation of the graphene lattice, where carbon atoms in graphene react with 
hydrogen into hydrocarbon and the catalytic nanoparticles continue to move due to the 
adhesion from remainder carbon atoms in graphene. This cutting process generates 
graphene pieces with specified zigzag or armchair edges. The size of the nanoparticle 
dictates the width of etched channel and edge structure that is produced during the cutting. 
The cutting occurs along straight lines and along symmetry lines, defined by angles of 60º or 
120º, and is deflected at free edges or defects, allowing practical control of graphene nano-
engineering. DFT calculation shows that the reaction barrier to remove carbon atoms and 
leave zigzag edges is much higher than armchair edges. This explains the experimental 
observation where zigzag edges are dominant. 
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Kinetic Monte Carlo method based on DFT results is applied to simulate the cutting dynamics. 
The result indicates that the nickel nanoparticle prefers to keep a straight trajectory. However 
when it encounters a void or open edge, the cohesion between carbon and nickel atoms force it 
to turn or retract back into the graphene. Thus with predefined voids or channels, specific 
cutting patterns can be created. Example nanostructures as fabricated using this technique, 
such as triangular and rectangular graphene sheets, are shown in Fig. 5. 
Scanning tunnelling microscope lithography is also used to patterning graphene sheets into 
nanoribbons, bent junctions with nanometer-precision, well-defined widths and 
predetermined crystallographic orientations (Tapasztó et al., 2008). Furthermore, oxidation 
induced epoxy group can assist the lithography further (Fujii & Enoki, 2010). 
Back to the “scotch tape” approach, as the armchair edge has lower energy than the zigzag 
edge, thus tearing the graphene sheet along either armchair or zigzag direction will be self-
directed to leave armchair edges (Kawai et al., 2009). If the graphene sheet is attached to an 
adhesive substrate, the peeling process and edge geometry are then determined by both the 
tearing direction and substrate cohesion (Sen et al., 2010).  
It is observed that the nanostructures thus fabricated have their confinement gaps opened 
up to 0.5 eV, enabling room-temperature operation of graphene nanoribbon-based devices. 
The methods introduced above are all top-down approaches. These methods avoid the 
difficulties of assembling nanoscale components and may prove useful in the realization of 
complete integrated circuits, operating as room-temperature ballistic electronic devices. 
However, recent progresses also show that chemical methods that based on self-assembly 
reaction of monomers are also feasible. Using building blocks such as 10,10’-dibromo-9,9’-
bianthryl, graphene nanoribbons with atomic precision can also be synthesized (Yang et al., 
2008; Cai et al., 2010). 
3. Molecular doping on the graphene sheets 
In comparison to three-dimensional bulk semiconductors such as silicon, the two-dimensional 
morphology and single-atom thickness offer the graphene sheet more activity flexibility in 
response to either interior defects or exteriorly physical or chemical adsorptions. In graphene, 
each carbon atom is exposed to the environment with a dangling π bond, and thus is amiable 
to molecular functionalization on the basal plane. It is remarkable that the functionalization 
process could be reversed by breaking the bonding between adsorptions and graphene sheet. 
For example, in the chemical reduction process for producing graphene sheets, graphene 
monolayers are firstly exfoliated from graphite by oxidation, where the epoxy and hydroxyl 
binding on the basal plane of graphene break the interlayer binding. The oxidation groups are 
subsequently reduced to recover graphene sheets. Recently there are arising efforts in 
engineering the physical chemistry of graphene by functionalization, especially in the extent of 
molecular doping, covalently or non-covalently. In addition to the approaches in bulk 
materials such as substitutions, vacancies and interstitials, the notion of doping has been 
renovated here in a controllable and even reversible manner thanks to the coexistence of 
chemical inertness of sp2 carbon network and relative activity of the pz electrons therein. 
3.1 Molecular doping on the basal plane of graphene sheets 
Non-covalent functionalization, or physisorption refers to the process in which the 
electronic structure of graphene is barely perturbed. The weak binding nature can be 
established through forces such as van der Waals or electrostatic dipole-dipole interactions. 
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These functionalizations, especially those are weak in mechanical binding but strong in 
electronic coupling, hold great promises in the various applications such as chemical 
sensors, molecular switches and transistors. 
The fundamental limit for these applications is the fluctuations due to thermal motion of 
charges and defects that lead to intrinsic noise exceeding the responsive signal from individual 
adsorption molecules. Impressively, gaseous non-covalent dopants, such as the water 
molecule, N2, NO2 and NH3, can be adsorbed physically on the basal plane of graphene. These 
adsorptions, although interacting weakly with graphene, have remarkable impacts on the 
intrinsic electronic properties of graphene. The Hall measurements show that NO2, H2O and 
iodine act as acceptors whereas NH3, CO and ethanol are donors. They contribute to a 
resistivity change up to 4 percent at zero magnetic field (Schedin et al., 2007). The adsorbed 
molecules change the local carrier concentration in graphene one by one electron, and lead to 
step-like changes in resistance. The micro-sized graphene thus can detect individual events 
when a gas molecule attaches to or detaches from its surface. Chemical sensors and non-
volatile memories can be directly designed following this concept. 
Similarly, the non-covalent binding of 2,3-dichloro-5,6-dicyano-1,4-benzoquinone (DDQ) 
and tetrathiafulvalene (TTF) on graphene sheet induce the hybridization between the 
molecular levels and graphene valence bands, and transform the zero-gap semiconducting 
graphene into a metallic graphene. However, The functionalizations by non-covalent 
organic molecules physisorptions cannot lead to significant response in the transport 
property for sensory applications. Instead, by introducing metal atoms to intercalate 
between the molecules and graphene sheet, a two-order higher response can be achieved 
(Zhang et al., 2009). 
Not only non-covalent adsorptions, but also some chemisorptions that forming covalent 
bonds with carbon atoms on the basal plane of graphene can tune its properties in a 
controllable manner. Hydrogenation and oxidation are two of the most noticeable 
approaches in the covalent context. Electrochemical modification of graphene can be 
induced by chemical reactions of graphene with proton and hydroxyl that are catalytically 
generated from water molecules in the gate dielectrics, making the graphene nonconductive. 
Notably, this process can subsequently be reversed by short current pulses that cause rapid 
local annealing (Echtermeyer et al., 2007). Experimental studies also reveal the semimetal-
insulator transition in graphene after hydrogenation, which is then recoverable through 
structural annealing (Elias et al., 2009). When rationally designed, this reversible 
engineering on graphene has further potential applications in designing functional 
nanoscale materials and devices, such as hydrogen storage materials and patterned 
nanoelectronics (Singh & Yakobson, 2009; Lee & Grossman, 2010). The fully hydrogenated 
graphene – graphane – offers a high hydrogen storage weight ratio up to 7.7 wt % that is 
able to meet US Department of Energy (DOE)’s 2010 goal (6 wt %). 
Oxidation of graphene sheet has been widely utilized in fabricating graphene sheet in the 
chemical reduction method to exfoliate monatomic layer from graphite. The most notable 
structure for the intermediate product, graphene oxide, proposed is the Lerf–Klinowski 
model on the basis of NMR spectroscopy data, which contains epoxy and hydroxyl groups 
on the graphene sheets or at their edges (Lerf et al., 1998). Whereas hydroxyl groups are 
easy to be removed under annealing, the epoxy groups are much more stable. 
Experimentally, fault lines in graphene are observed experimentally in oxidized graphene, 
where epoxy group unzip the sp2 carbon-carbon bonds beneath (Li et al., 2006). This is 
explained as adsorbed epoxy groups that tend to line up cooperatively for lower formation 
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energy. In contrast, a recent ultrahigh vacuum scanning probe microscopy (UHV STM) 
study reveals locally periodic structures where the hexagonal lattice of graphene is only 
distorted slightly. The atomic structure is identified as an oxygen atom lattice bound to the 
graphene sheet with a high density of nO:nC = 1:4, where nC and nO is the number of carbon 
and oxygen atoms (Pandey, Reifenberger & Piner, 2008).  
 
 
Fig. 6. (a) Optimized symmetric and antisymmetric structures for C8O, projected along the 
epoxy line direction; (b) Energy landscape for graphene epoxide C4O as changing the lattice 
constant along the x direction: insets show its metastable clamped (left) and unzipped 
(right) structures; (c) and (d) Simulated STM image for clamped (c) and unzipped (d) 
graphene oxide where epoxy groups bind on the same side. For the clamped phase, the 
simulated image and lattice constants (a = 4.30 Å and b = 2.52 Å) are consistent with 
experimental observations (Pandey, Reifenberger & Piner, 2008; Xu & Xue, 2010). 
To clarify this inconsistence, DFT calculations are performed for graphene epoxide. The 
results show that in graphene epoxide C4O, when oxygen atoms bind on the same side 
(symmetric structure in Fig. 6(a) and (b)), two distinct phases—metastable clamped and 
stable unzipped structures—are observed consistent with the two experimental observations 
(Fig. 6(b)). In the clamped structure, oxygen atoms form a regular lattice on the graphene 
sheet. This metastable structure is stabilized by an energy barrier of 0.58 eV. The simulated 
STM images (Fig. 6(c) and (d)) reproduce corresponding structures observed in the 
experiments. Furthermore, if both sides of the graphene are exposed for oxidation, 
neighboring epoxy groups can reside also on opposite sides to form the so-called 
antisymmetric structure. The formation energy of graphene epoxide in this symmetry is 
lower in unzipped phases (Fig. 6(b)). In the antisymmetric structures, the planar structure of 
the graphene part between epoxy groups is well kept and there is negligible lattice 
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distortion in the graphene sheet. The final structure is optimized in a zigzag shape, where 
neighbouring epoxy groups hinge planar zigzag graphene ribbons. 
3.2 Coupling between graphene sheets and substrates 
Although suspended and freestanding graphene can be established by deposit graphene 
sheet on scaffolds or nano-pores, most applications require that graphene is supported by a 
substrate, which has a stable and planar morphology and is easy to pattern. Substrates with 
mismatched lattice constants and strong adhesion could induce ripples of several 
Angstroms in the graphene sheet. While those with similar lattice constants, e.g. Ni, 
preserve its planar geometry. The substrates where graphene sheets are deposited offer 
another route to modulate the ground state and transport properties of graphene and 
related materials (Witterlin & Bocquet, 2009; Xu & Buehler, 2010b). 
 
 
Fig. 7. (a) Interface binding energy and stress σ between graphene and the copper/nickel 
(111) surfaces. The binding energy Eb is -91.33 meVÅ-2 for nickel, higher than -24.81 eVÅ-2 
for copper surface. Its tensile strength is 18.70 GPa, also much higher than 2.92 GPa as 
obtained for the copper surface; (b) and (c) Electronic band structures of the graphene-
copper (111) hybrid system with interface distance dC-Cu = 2.243 Å (b) and 3.26 Å (c) (Xu & 
Buehler, 2010b). 
The binding between graphene and metal substrates is generally weaker than a covalent 
bond, and can be classified into two groups. Al, Cu, Ag, Au and Pt have weak cohesion with 
graphene, while Co, Ni and Pd have strong cohesion (Giovannetti et al., 2008). DFT 
calculations on copper (111) and nickel (111) surfaces adhered to a monolayer of graphene 
show that their cohesive energy, strength and electronic structure correlate directly with 
their atomistic geometry. Due to the strong coupling between π-orbitals in graphene and 
open d-orbitals in metal, the nickel-graphene interface has much a stronger cohesive energy 
with graphene than copper (Fig. 7(a)). Interestingly, for both nickel and copper, the interface 
cohesive energy profile features a well-and-shoulder shape that cannot be captured by 
simple pair-wise models such as the Lennard-Jones potential. Band structure analysis shows 
that, the binding between graphene and metal substrate at the well and shoulder positions 
in the profile correspond to different electronic coupling at the interface. For example, at dC-
Cu = 2.243 Å, the Fermi level (EF = 0) of the hybrid system is pinned to the Cu bands and dC-
Cu is close to the interlayer distance in graphite. While at dC-Cu = 3.26, the coupling between 
the pz orbital of carbon atoms and the dz2 orbital of copper atoms is weak, the Fermi level is 
close to the crossing between graphene π and π* bands, and dC-Cu is close to the interlayer 
distance in copper crystal along (111) direction (Xu & Buehler, 2010b). These results provide 
a detailed understanding of the interfacial properties of graphene-metal systems, and help 
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to predict the performance of graphene based nanoelectronics and nanocomposites. The 
availability of structural and energetic data of graphene-metal interfaces could also be useful 
for the development of empirical force fields for molecular dynamics simulations that 
correctly characterize their structural and mechanical properties. 
Intercalation of atoms (metal, hydrogen, oxygen, nitrogen oxide, etc.) between graphene 
sheet and the substrate is another novel route to modify the interfacial chemistry. The 
selective oxidation of ruthenium surface beneath graphene can lift the strong Ru-graphene 
coupling and restores characteristic Dirac cones of monolayer graphene sheet (Sutter et al., 
2010). Hydrogen intercalation can also decouple graphene sheet from silicon carbide surface 
that is initially covalently bonded and produce quasi-free-standing epitaxial graphene sheet 
on large SiC wafers (Riedl et al., 2009). 
3.3 Interior doping through defects 
Creating defects, localized or extended, can also modify graphene and form nanostructures 
interiorly (Lusk & Carr, 2008; Bai et al., 2010), in comparison to the exterior doping as 
discussed previously. Grain boundaries introduced by extended local defects, such as Stone-
Wales defects and divacancies, can alter the electronic structures of graphene sheet (Yazyev 
& Louie, 2010). A one-dimensional topological defect containing octagonal and pentagonal 
sp2-hybridized carbon rings embedded in a perfect graphene sheet act as a quasi-one-
dimensional metallic wire (Lahiri et al., 2010). 
3.4 Effects of external fields 
It is reported that the bandgap of bilayer graphene can be tuned by electric field in 
perpendicular to the basal plane, e.g. through gating. The symmetry of sublattice in AB 
stacking is broken upon electrical gating. The electrical displacement fields in different 
graphene layers produce two effects including a net carrier doping (shifting of the Fermi 
energy) and generation of a non-zero bandgap. The gate-tunable bandgap can reach 250 
meV and has the unusually strong oscillator strength for the bandgap transitions. Thus 
bilayer graphene under electrical field tuning can enable novel nanophotonic devices for 
infrared light generation, amplification and detection. Using a double-gate configuration, an 
insulating state with large suppression of the conductivity in bilayer graphene can be 
further achieved (Zhang et al., 2009; Oostinga et al., 2008). In comparison to exterior dopants 
and defects, the advantage of this control method is that the control is non-contact and can 
be continuous tuned. 
4. Strain engineering 
Strain engineering, or more generally tuning material properties by applying mechanical 
loads or deformation, is a powerful strategy in improving material performance. In silicon-
based semiconductor industry, strained silicon has much higher mobility, and thus much 
better chip performance and lower energy consumption. When material goes down to low 
dimension, the effects of strain become even more significant as directional load is more 
feasible. Also bending of two-dimensional membranes or one-dimensional ribbons can 
easily be excited at ambient condition, resulting in a significant local curvature. Recently, 
stretchable and flexible electronics have attracted many interests from various disciplines. 
Thus, a mapping between deformation of graphene and its impacts on the properties 
becomes extremely important. 
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As introduced in previous sections, molecular functionalization on graphene sheet usually 
induces structural distortion as it disturbs or breaks the underlying sp2 bonding network 
and forms sp3 bonds locally. Vice versa, mechanical deformation, which modifies the sp2 
bonds, provides another method to tune the graphene properties, reversibly. This approach, 
in combination with molecular doping, is expected to play a critical role in nano-engineering 
of graphene and related materials.  
4.1 Structural and structural response to molecular doping 
When graphene is hydrogenized by single hydrogen atom, the dangling pz state of carbon is 
saturized by the proton. As a result the sp2 network below is broken. Distortion is formed, 
tending to transform the planar morphology into tetrahedral lattice as in diamond. The fully 
hydrogenated graphane structure, as shown in Fig. 8, can take two forms with hydrogen 
binding on the same or alternating sides of A and B lattices. We call them symmetrical and 
anti-symmetrical graphane, respectively. 
In comparison to pristine graphene where ag=2.44 Å, consistent with experimental value 
2.42 Å, these two graphane phases have lattice constants asym=2.79 Å and aasym=2.5 Å, 
respectively. The antisymmetric phase is found to be energetically 1.8 eV (per carbon-
hydrogen pair) more favorable than the symmetric one. 
 
 
Fig. 8. (a) Optimized structures of symmetric and antisymmetric graphane. The unit cell 
contains two carbon atoms (A and B denote the two sublattices) as in graphene and two 
hydrogen atoms; (b) Local atomic structures; (c) Energies of pristine graphene (with 
additional energies from isolated hydrogen atoms) and graphane under biaxial strain 
loading showing the effects of strain engineering (Xue & Xu, 2010a). 
In the symmetric phase (Fig. 8 a and b), binding of hydrogen atoms expands the lattice 
constant underneath hexagonal graphene lattice by 14%, while preserving the planar 
configuration. As evidenced by localized density of states close to the Fermi level, the planar 
symmetry preserves sp2 characteristic in graphane. Total density of states is projected onto s 
and p atomic orbital on each carbon atoms. pz(l = 1, m = 0) orbital is distinct and contributes 
mostly near the Fermi level. Binding of hydrogen induces 0.14 electron transfer from 
hydrogen to carbon since carbon is slightly more electronegative than hydrogen. Also the 
hydrogenation through pz orbital opens an energy gap Eg of 0.26 eV in comparison with the 
zero-gap nature of pristine graphene. 
In antisymmetric phase (Fig. 8 a and b), symmetry breaking between the two representative 
carbon (hydrogen) atoms in a unit cell allows the transition from sp2 (graphene-like) 
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hybridization to sp3 (diamond-like) characteristics. The sp3 hybridization induces out-of-
plane corrugation of 0.45 Å and the carbon–carbon bond length is 1.52 Å, which is close to 
1.54 Å in diamond. The bond angle AC–C–C = 111.6° and AH–C–C = 107.3° also resemble the 
tetrahedral angle 109° in diamond. The antisymmetric phase also opens a bandgap Eg of 3.35 
eV, which is smaller than that in diamond (4.2 eV from DFT calculation). 
In the symmetric structure, all the bond distortion has the same sign of curvature, thus 
forcing the sheet to bend towards the hydrogen-free side. This mechanism is proposed to 
form nanoscrolls or nanotubes by hydrogenating suspended graphene sheet (Yu & Liu, 
2007). However, in the anti-symmetric graphane, although the structure is corrugated due to 
the torsion of carbon-carbon bonds, the whole structure keeps two-dimensional. 
Oxidation by epoxy groups also induces significant change of the graphene structure as 
discussed in the previous section. For the symmetrical structure, the epoxy ring is close to an 
equilateral triangle in the metastable clamped phase. The adsorption of an oxygen atom 
stretches the lower C–C bonds by 5% but does not break the sp2 carbon network (Fig. 6(b)). 
In the more stable unzipped structure, the angle C–O– C between two carbon–oxygen bonds 
in an unzipped epoxy ring is about 150o. The final C–C bond is broken with an extended 
distance of 2.5 Å (Fig. 6(a and b)), explaining the folds and wrinkles observed in graphene 
oxides due to sparse epoxy lines (Li et al., 2006). 
In the unzipped phase, an epoxy group breaks the lower sp2 bond and modifies the 
mechanical and electronic properties of graphene remarkably. The foldable epoxy ring 
structure reduces its Young’s modulus by 42.4%, while leaving the tensile strength almost 
unchanged. As nO:nC is decreasing, the perturbation of epoxidation on the band structures 
depends on the density and symmetry of oxidation. These oxygenated monolayer sheets are 
structurally close to graphene and are expected to have similarly peculiar properties. One 
thus can functionalize graphene structures in a controllable manner through chemical 
oxidation and reduction (Xu & Xue, 2010). 
4.2 Effects of structural deformation on the properties of graphene materials 
Elastic strain can induce a shift of the Dirac point energy from local changes in electronic 
density. Moreover, it will also induce an effective vector due to the change of electron-
hoppling amplitude between adjacent carbon atoms (Castro Neto et al., 2009). Local 
buckling, wrinkling and curving of graphene sheet also generate pseudoelectric and 
pseudomagnetic fields that modify its electronic structures and transport properties (Pereira 
et al., 2010; Bao et al., 2009). The charge carriers in graphene are expected to circulate as if 
under the influence of an applied out-of-plane magnetic field. It has recently been proposed 
that a modest strain field with triangular symmetry will give approximately uniform, 
quantizing magnetic fields upward of tens of Tesla (Levy et al., 2010). 
The abrupt change in lattice constants and planar structure of graphene after hydrogenation 
in symmetric and antisymmetric phase suggests possible control of the hydrogenation 
process and the properties of graphane through applying mechanical deformation. Strain 
engineering is proposed to tune the hydrogenation process on graphene by applying 
deformation to graphene in prior to hydrogen binding or releasing. To quantify the binding 
strength between the hydrogen atoms and graphene sheet in terms of single carbon-
hydrogen pair, the formation energy of graphane is defined as Ef = Egraphane – (Egraphene + EH), 
where Egraphane and Egraphene are the energy of graphane and pristine graphene, respectively. 
In absence of strain in the graphene lattice, symmetric and antisymmetric graphane phases 
(Fig. 8(a) and (b)) have binding strength Ef of -1.044 and -2.847 eV per C–H atom pair. 
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Fig. 8(c) show the effects of biaxial in-plane strain on the energies of both the types of 
graphane structures, and also the combined system of pristine graphene and isolated 
hydrogen atom. Pristine graphene has an optimized lattice constant ag = 2.44 Å, while 
symmetric graphane has asym = 2.79 Å. The energy of both graphene (with additional 
constant energy terms from isolated hydrogen atoms) and symmetric graphane increases as 
the tensile strain is enhanced, When the lattice constant a exceeds 3.35 Å, the binding energy 
of symmetric graphane is larger than the value of undeformed system with pristine 
graphene and isolated hydrogen atoms. Also energy of nonhydrogenated system increases 
much faster than symmetric graphane. As a result, the binding energy of hydrogen is 
changed by 53.89% (with respect to the value without loading, a = 2.44 Å) when the 
graphene is under a prestrain of 10% (from a = 2.44 to 2.69 Å). The strain for sp2 bond 
breaking in graphene is 18%, enabling a feasibly reversible control. On the other hand, if the 
graphene sheet is restrained at ag = 2.44 Å against to in-plane expansion or the symmetric 
graphane is compressed from its equilibrium value to below 2.65 Å, repulsion between the 
carbon-hydrogen pairs will cause the hydrogenated structure to be mechanically unstable. 
The hydrogen atoms are repelled (released) from the graphene plane. The sensitivity of 
symmetric hydrogenation of graphene on strain observed here thus provides a flexible and 
reversible controllability by simply stretching or compressing the graphene sheet. 
In antisymmetric phase, a remarkable dependence of the formation energy on the strain is 
also observed. Optimized lattice constant aasym = 2.5 Å. In-plane tensile and compressive 
strain of graphene sheet up to 10% can change the binding strength remarkably by 23.56% 
and -2.9%. The structure breaks at a tensile strain of 22% or a compressive strain of 26%. In 
comparison with symmetric phase, the strain modification of hydrogen binding energy is 
less significant as it has similar optimal lattice constant as pristine graphene. Under tensile 
strain, due to the weaker interaction between adjacent carbon-hydrogen pairs on the 
opposite sides of graphene, the expansion of in-plane lattice constant is found to be able to 
reduce its out-of-plane corrugation slightly and partially recover the π electron 
characteristics of graphene. 
In symmetric phase, carbon-hydrogen bond length lC–H increases at either tensile or 
compressive strain. As a is reduced to be less than 2.6 Å, the carbonhydrogen bond is 
broken. Hydrogen atoms on graphene will be released from graphene sheet as discussed 
before. While at tensile strain and when the stress approaches the tensile strength and the 
in-plane sp2 carbon network is about to be broken, lC–H is elongated to the same value as in 
benzene or methane (lCH-methane = 1.096 Å). In antisymmetric phase, when tensile strain is 
applied, the planar configuration of graphene is partially recovered, suggesting emerging 
sp2 feature. The carbon-hydrogen bond length decreases and approaches the value in sp2 
bonded symmetric phase in this situation. When antisymmetric structure is compressed, the 
sp3 characteristic is enhanced and the carbon-hydrogen bond length also decreases toward 
the value in methane. As a result, the carbon-hydrogen bond length maximizes at the 
optimised lattice constant. These remarkable strain effects can further be extended to other 
nanostructures like carbon nanotubes and few-layer graphite (Xue & Xu, 2010a; Xue & Xu, 
2010b). 
5. Hierarchical structures of macroscopic graphene materials 
Graphene and graphene nanoribbons present intriguing properties and thus have been 
suggested for a wide range of applications from nanoelectronics to nanoelectromechanical 
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systems. However, as introduced before (Fig. 1), the morphology of this monolayer material 
has large derivation from the native two-dimensional sheet at elevated structures, especially 
for the ribbon with high aspect ratio. Also entanglements and scrolls are easy to form at 
marked density, instead of the patterned or self-organized structures as required by 
industrial applications. To bridge the scales from their nanostructural geometry—the key for 
their unique properties—to the critical requirements for large-scale electronics and device 
applications, there we need a hierarchical approach to assembly macroscopic materials from 
functionalized graphene sheets or nanoribbons. This approach has to (1) be able to assemble 
the nanostructures into macroscopic assemblies, while (2) preserving their nanostructure-
specific physical significance and novel properties at larger scales, such as its size- and 
shape-dependent electronic structures. 
5.1 Hierarchical assembly of functionalized graphene nanostructures 
As inspired by the hierarchical bonding networks in protein and nucleic acid materials (Fig. 
9(a)), a bottom-up assembly or top-down lithography approach has been proposed by 
introducing hydrogen bonds between individual graphene nanoribbons (Fig. 2(b), Xu & 
Buehler, 2009). After substitutional doping by oxygen and nitrogen atoms on carbon atoms 
at edges of graphene ribbons, hydrogen bonds (–C=O…H-N- or –N…H-N-) are formed 
between each GNR monomer. DFT calculations show that a two-dimensional sheet 
consisting of GNR arrays can be stabilized through these directional weak bonds, mimicking 
the structure of beta-sheet proteins or base-pairs connecting DNA or RNA strands (Fig. 
9(b)). The cohesive energy for each –C=O…H-N- hydrogen bond is 29.98 kcalmol-1, which is 
considerably higher than the typical value 2.8 kcalmol-1 in organics. This binding energy 
level resides in the realm of ‘strong hydrogen bond’ nature and reflects the cooperativity of 
periodic hydrogen bonds arrangements. The hierarchical structure is mechanically stablized 
by a tensile strength of 1.08 GPa in parallel to the hydrogen bond direction and a shear 
strength of 1.78 GPa across the hydrogen bond network. 
Remarkably, these assemblies, as predicted by both first-principles calculations and 
molecular dynamics simulations, not only are energetically and mechanically stable, but 
also preserve the unique electronic properties of individual graphene nanoribbons in the 
bulk. Specifically, the energy gap of the bulk material shrinks as the width of the 
constituting graphene nanoribbon increases. For instance, the bandgap Eg and π-π* energy 
gap for –C=O…H-N- assembly decreases from 1.5 and 0.5 eV at w = 1 nm to zero at 3.6 and 
2.8 nm respectively (Fig. 9(c)). This tunability of bulk material properties through 
controlling the nanostructure enables the synthesis of a broader class of biomimetic 
multifunctional mechanomutable and electromutable nanomaterials for electromechanical 
applications. It’s also notable that the localized density of states of valence and conduction 
bands locates at different spatial region in the assembly (Fig. 9(d)). Effective charge 
separation could thus be achieved by forming such junctions for photovoltaic applications. 
5.2 Graphene based nanocomposites 
Another class of macroscopic assemblies from graphene sheets are nanocomposites. Carbon 
materials, as special types of polymers, have been widely used as the filler phases to 
enhance the mechanical, thermal and electrical properties of polymers or metals. The carbon 
fiber is the most notable example of this material class, which has been developed and 
widely used from the 1960s and is still spreading in many industries today. 
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Fig. 9. (a) Hydrogen bond network in proteins; (b) Atomic structure of the assemblies, 
resembling the geometry of beta-sheet proteins. The dashed box shows a unit cell with 
width 2w, where w is the width of individual GNR; (c) Energy gap Eg (circle line) and π–π* 
bandgap ΔE = Eπ* − Eπ of monomer, dimer and hierarchical graphene nanoribbon 
assemblies through -C=O…H-N- hydrogen bonds (square line) with different widths; (d) 
Local densities of states for π* (c1), π (v3) and oxygen (v1) states, which are all localized at the 
graphene edge and decay quickly into the ribbon (Xu & Buehler, 2009). 
The key issues determining performance of these composites are to (1) effectively disperse 
the filler phase and (2) improve the load or energy transfer between filler and matrix. 
Graphene sheets have highly appreciated structural and thermal stability, outstanding 
mechanical and thermal, electrical transport properties. However, the cohesion between 
graphene sheets in graphite platelets and weak van der Waal binding between graphene 
and polymer matrix greatly prohibit the load transfer, distribution, and thus its application 
in high-performance nanocomposites. 
However, recent progresses in functionalized graphene, such as graphene oxide 
nanocomposites, successfully solve these two critical issues. Firstly, the formation of epoxy, 
hydroxyl and other functional groups on the basal plane of graphene sheet expands the 
interlayer distances in graphite and avoids multiplayer aggregation. Secondly, through 
forming hydrogen bonds, metal-mediated bonds or polymerisation between the graphene 
oxide sheets and polymers, the performance can be effectively improved, thus providing in 
parallel excellent performance and cheap fabrication. 
In comparison to the buckypapers consisting of carbon nanotubes and other carbon or clay-
based papers, Ruoff’s group find that the graphene oxide paper-like material possesses 
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unique layered structures where individual compliant graphene oxide sheets are 
interlocked/tiled together in a near-parallel fashion. Their atomic-scale corrugation, micro-
scale wrinkled morphology and strong interlayer interactions results in a highly effected 
load distribution across the entire macroscopic sample and thus make the material more 
resilient than other papers (Dikin et al., 2007). Impressively, they find that the graphene 
oxides are feasible for further functionalization. Significant enhancements in mechanical 
stiffness (10 - 200%) and fracture strength (~ 50%) are achieved by introducing a small 
amount (less than 1 wt%) of divalent ions, e.g. Mg2+ and Ca2+ (Park et al., 2008). Chemical 
modification with alkylamines can also be established that directly introduces tunability of 
paper structures and tensile strength through the amine length (Stankovich et al., 2010). 
6. Conclusion and perspectives 
In this chapter, we outline recent research progresses on nano-engineering the graphene and 
related materials. The content is classified into four categories: structural tailoring, 
molecular doping, strain engineering and hierarchical assembling. Each of these categories 
is elaborated with both the general idea, related theoretical and experimental work. The 
topics selected here are those the author has been working on, to ensure we include as much 
exciting achievement as possible in this fertilized field. 
Nevertheless, there are still several key issues expected to be resolved in the future 
development on the graphene nano-engineering: 
Scalability – Most of the nano-engineering techniques modify the properties of graphene and 
related materials at the molecular level. However towards industrial applications, feasible 
scaling methods have to be developed, such as patterning and self-assembly. Unlike other 
self-assembly system, the scaling here on graphene sheet must be hierarchical, the layer-by-
layer or scrolling organizing have to be exclude in the assembling process as they introduce 
interlayer coupling between graphene sheets. The controllable top-down lithography and 
bottom-up assembly directed by hydrogen bonds or covalent bonds that have orientation-
specification are very promising in this direction. 
Tunability – Multifunctional materials hold great potentials for the next-generation materials 
including high-performance composites, nanoelectronics, microfluidics, and other 
microelectromechanical systems (MEMS) or nanoelectromechanical systems (NEMS). The 
non-covalent functionalization methods treating gaseous molecules, metal atoms, or 
covalent functionalization that can be reversibly applied have great potentials for this issue.  
Applications – The multifunctionality of graphene offers it numerous applications. Novel 
applications in emerging fields still need exploration, such as quantum information devices 
and sustainable energy applications where nanoscale engineering can play an important 
role. Moreover, the graphene flake, nanoribbon, sheet and graphite are representative zero-, 
one-, two- and three-dimensional materials. This unique feature suggests to use graphene 
related materials as platforms or model materials for basic research. Graphene is also a 
unique material standing between inorganic and organics materials. Combining materials 
engineering with synthetic biological methods also helps to select, design and produce new 
classes of materials designed from the molecular level upwards. 
Finally, we close this chapter by calling upon researchers to pay attention to following key 
scientific problems. 
Intermolecular interactions – The basic interactions between molecular dopants, functional 
groups, supporting substrates and graphene are still not clear. The physical and chemical 
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properties of interactions such as hydrogen bonds, electrostatic, hydrophobic forces, 
especially those involved in assembling processes, should be highlighted. 
Nanoscale interfaces – The interface between graphene and various materials including 
semiconductors, metals and polymers dominates the performance of nanoelectromechanical 
devices and nanocomposites. However, it is not clear that if conventional interface theories 
still hold at this scale, especially those related to the energy transport processes across. 
Multiphysics coupling – The research on graphene and related materials towards industrial 
applications are intrinsically multiphysical and multiscale. The interplay between structural, 
mechanical, electronic and optical properties, which shapes the unique features of these 
materials outperforming conventional materials, must be understood. Multiphysics and 
multiscale computational paradigm and experimental platforms are urged. 
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